
Germany: HAUPA, Koenigstr. 165-169, 42853 Remscheid, Phone: +49 (0)2191 8418-0, Fax: +49 (0)2191 8418-840, sales@haupa.com

... convincing solutions

RoHS

157

Pressing terminals and connectors

Al and Cu cable lugs, longitudinally sealed
• Material: Al 99,5% copper screw-on palm E-Cu 99,9%
• Surface: bare • With marking for correct crimping • Barrier design with oil stop
• For pre-rounded sector shaped conductors
• For non-tension connections of Al-cables DIN 48201, part 1 and DIN EN 50182 • including contact grease

Art. no. kg/100 PU
293300 2,600 50
293302 2,500 50
293304 2,900 50

CSS rm/sm se M Id. d2 d1 v1 v2 l B
25 35 8 12 10,5 6,8 4 2 61,0 23,0

10 12 10,5 6,8 4 2 61,0 23,0
12 12 13,0 6,8 4 2 61,0 23,0

293306 3,200 50
293308 3,500 50

35 50 10 14 10,5 8,0 5 2 71,0 23,0
12 14 13,0 8,0 5 2 71,0 23,0

293310 3,400 50
293312 4,100 50

50 70 10 16 10,5 9,8 5 2 72,0 25,0
12 16 13,0 9,8 5 2 72,0 25,0

293314 6,100 50
293316 5,500 50

70 95 10 18 10,5 11,2 6 3 82,0 26,0
12 18 13,0 11,2 6 3 82,0 26,0

293318 8,200 25
293320 8,500 25

95 120 12 22 13,0 13,2 6 3 85,0 30,0
16 22 17,0 13,2 6 3 85,0 30,0

293322 8,500 25
293324 8,700 25

120 150 12 22 13,0 14,7 6 3 87,0 30,0
16 22 17,0 14,7 6 3 87,0 30,0

293326 11,000 25
293328 11,200 25

150 185 12 25 13,0 16,3 6 3 104,0 36,0
16 25 17,0 16,3 6 3 104,0 36,0

293330 14,100 10
293332 14,300 10

185 240 12 28 13,0 18,3 6 3 105,0 36,0
16 28 17,0 18,3 6 3 105,0 36,0

293334 18,000 5
293336 29,000 5

240 300 12 32 13,0 21,0 8 3 120,0 36,0
20 32 17,0 21,0 8 3 120,0 36,0

293338 35,000 5300 300 12 34 13,0 23,3 8 3 120,0 38,0

Al/Cu non-tension compession joints with Cu bolt
• Material: Al 99,5% E-Cu 99,9% • Surface: bare • Marking for correct crimping
• Barrier design with oil stop • For pre-rounded sector shaped conductors
• For non-tension connections of Al-cables DIN 48201, part 1 and DIN EN 50182
• For non-tension Al-connections in Cu clamps • including contact grease

Art. no. kg/100 PU
293960 1,600 1

CSS rm/sm se d1 d4 TL l Øbo. Ørope Id./Al
25 35 6,8 12,0 58 20,0 6 6,3 12

293962 2,800 135 35 8,0 14,0 71 22,0 7 7,5 14
293964 3,800 150 50 10,0 16,0 74 25,0 8 9,0 16
293966 5,400 170 70 11,5 18,5 87 30,0 10 10,0 18
293968 10,600 195 120 13,2 23,0 91 33,0 12 12,5 22
293970 9,000 1120 150 15,0 23,0 97 38,0 12 14,0 22
293972 10,900 1150 185 16,5 25,5 108 38,0 12 15,8 25
293974 15,700 1185 240 18,5 28,5 116 44,0 14 17,5 28
293976 17,000 1240 300 21,5 32,5 128 44,0 16 20,3 32
293978 23,200 1300 - 23,5 34,5 131 46,0 18 22,5 34
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Pressing terminals

Al-Cu reducing connectors
• for connections with tension relief of Al/Cu conductors to DIN 28201
• Material: Al 99,5%, DIN 40501, E-Cu DIN 40500
• Surface: bare pickled • including contact grease

Art. no. kg/100 PU
293578 1,600 10

CSS rm/sm rm/sm CU se TL Cu Al Id./Cu Id./Al
25 16 35 61 5,5 7,6 8 12

293582 2,100 10
293584 2,500 10

35 16 50 71 5,5 8,0 8 14
25 71 7,0 8,0 10 14

293598 3,100 10
293600 3,300 10

50 25 70 71,5 7,0 9,8 10 16
35 71,5 8,2 9,8 12 16

293606 4,400 10
293608 5,500 10
293610 5,700 10

70 25 95 79 7,0 11,2 10 18
35 79 8,2 11,2 12 18
50 85 10,0 11,2 14 18

293622 6,000 5
293624 8,900 5
293626 8,200 5

95 35 120 79 8,2 13,2 12 22
50 85 10,0 13,2 14 22
70 87 11,5 13,2 16 22

293634 7,900 5
293636 9,500 5
293638 10,000 5

120 50 150 87 10,0 14,7 14 22
70 89 11,5 14,7 16 22
95 97 13,5 14,7 18 22

293652 11,700 5
293654 14,200 5
293656 16,700 5

150 95 185 107,5 13,5 16,3 18 25
120 107,5 15,5 16,3 20 25
150 124,0 17,5 16,3 22 25

293664 16,930 5
293666 19,500 5

185 120 240 108 15,5 18,3 20 28
150 113 17,0 18,3 22 28

293678 23,300 5
293680 25,500 5

240 150 300 124 17,0 21,0 22 32
185 127 19,0 21,0 25 32

293688 32,700 5
293690 37,500 5

300 185 400 128 18,5 19,0 25 34
240 128 21,5 23,5 28 34

Cupal washer
• Compound material made from aluminium and copper
• Galvanic isolation between Cu and Al
• Processing only in a dry environment
• Al-sided plated with Cu

Art. no. kg/100 PU
293810 11,100 50

Ø s1
10 1

293812 11,100 5012 2
293814 11,100 5014 2
293816 11,100 5016 2




