Nickel terminals

Tubular cable lugs of pure nickel, ring type

 Material: nickel
» Temperature resistant to 500° C

Art. no. CSS M d2 d1 A |
292560 05 4 4,3 1,6/ 13,0 6,0
292562 5 5,3 1,6/ 14,0 6,0
292564 15 4 4,3 23] 13,0 6,0
292566 5 5,3 2,3| 14,0 6,0
292568 6 6,5 2,3/ 16,0 6,0
292570 4 4 4,3 3,6/ 18,0 8,0
292572 5 5,3 3,6/ 19,0 8,0
292574 6 6,5 3,6/ 19,0 8,0

Tubular terminals of pure nickel, forke type

 Material: nickel
e Temperature resistant to 500° C

Art. no. CSS M d2 d1 A |
292580 05 4 4,3 1,6/ 13,0 6,0
292582 3 5,3 1,6/ 14,0 6,0
292584 15 4 4,3 2,3| 13,0 6,0
292586 5 5,3 2,3| 14,0 6,0
292588 6 6,5 2,3/ 16,0 6,0
292590 40 4 4,3 3,6/ 18,0 8,0
292592 5 5,3 3,6/ 19,0 8,0

Butt-connectors, made from pure nickel

 Material: nickel
» Temperature resistant to 500° C
 With buttmarks for precise able insertion

Art. no. CSS d1 TL
292596 05-1 1,6/ 15
292598 15-25 23| 15
292600 4-6 36 15|

PU Packing unit PE Price unit
The legend for abbreviations for all table headers can be found sorted alphabetically on page 408.
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